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SET-UP NOTES

1. Redesign of this exhibit without approval by Nimlok may result in dangerous and unsafe structures. Nimlok disclaims
any responsibility for redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and extrusions are manufactured to metric sizing. Where ever possible sizes have
been noted in feet and inches as well as in metric. Below is the imperial to metric sizing table as reference. "Nominal" refers

to approximate size.

NOTE: PARTS MAY COME LOCKED TOGETHER FOR PACKING PURPOSES.

PARTS PARTS IF PARTS
* LOCKED NOT LOCKED * LOCKED
TOGETHER TOGETHER TOGETHER

IMPERIAL TO METRIC SIZES

8' Nominal = 94 1/2" or 2400mm Actual

4' Nominal =47 1/4" or 1200mm Actual

3' Nominal =35 7/16" or 900mm Actual

2' Nominal =23 5/8" or 600mm Actual

1" Nominal =11 13/16" or 300mm Actual
g J




FABRIC, VINYL & UV GRAPHIC
CARE GUIDELINES

GENERAL HANDLING FABRIC GRAPHICS

nimiok.

GENERAL HANDLING VINYL & UV GRAPHICS

« Your fabric graphics should always be handled in a clean, dry
area with clean hands. When possible, use white fabric gloves

* Be sure fabric is clean and dry before packing.

« Machine washing and/or drying is not recommended for all
fabrics. Refer to chart below for which fabrics are washable

EMERGENCY STAIN TREATMENT (FABRIC)

1. For dry stains, like loose dirt or pencil marks, try initially using
masking tape or Magic Eraser (dry-not moistened).
» Masking tape or MagicEraser (dry) can be quite effective at
lifting dry, surface dirt. Try ‘pulling’ as much of stain away
as you can. Avoid rubbing stain into fabric.

2. Introduce water or liquid cleaner for stains not responsive to
masking tape or dry Magic Eraser.
* When using liquids to treat stains, if at all possible, treat the
stain with fabric off of the frame

* Place a clean dry cloth behind stain (to absorb stain while
being treated). Moisten another cloth initially with just water
(distilled water is optimal, if available).

* Gently blot stain with moistened cloth (or small area of
moistened Magic Eraser), while trying to push stain through
to the back, using the dry cloth to absorb.

* Repeat using care to keep the wet area as small as possible
3. Grandma'’s Secret Spot Remover can be an effective stain
remover. Mix several drops in a small cup with clean water.

Repeat above technique, taking care to keep wet area as small
as possible and using dry cloth on back of stain to absorb

MACHINE WASHING FABRIC GRAPHICS

» Cold water/delicate cycle/tumble dry low or air dry. For stretch
fabrics do not use dryer, let hang dry.

* Use caution on dryer time with graphics containing liners. Its
best to put tension fabric on frame when fabric is still damp
and let it air dry. Always be sure that the aluminum frame is
clean when mounting the damp graphic.

» Fabric stretch graphics that are washed and machine dried

may shrink up to 3/4” per every 50” of fabric in the direction
of the stretch and shrink up to 1/4” in the non stretch direction.

STORING & PACKING BACKLIT GRAPHICS

» To avoid cracks in the ink or having to steam graphics, Backlit
fabrics should be loosely folded with bubble wrap or stored
around a tube.

Avoid folding the graphic tightly to store in a small bag or box.

* Vinyl banners and rigid graphics should always be handled in
a clean, dry area with clean hands. When possible, use white
fabric gloves.

« Be sure vinyl/ UV is clean and dry before packing. Always
follow material handling and packing instructions included.

« All vinyl materials should be rolled with graphics facing in to
protect the graphic printed side. Roll on a tube if available.

Avoid folding materials to reduce the risk of crease lines and
chipped inks. If a graphic must be folded, try to fold loosely
and as few times as possible.

EMERGENCY STAIN TREATMENT (UV)

* For drier stains, like loose dirt, pencil marks or adhesive, try
initially using masking tape. Masking tape can be quite
effective at lifting dry, surface dirt. Try ‘pulling’ as much of
stain away as you can and avoid rubbing the stain into the
material.

* When using Solvent to clean a stain be sure to avoid any
image. Solvent is aggressive and will take the image off. Soapy
water should be used at a ratio of 1 part Dawn® /10 parts water.

While using Windex® avoid scrubbing harshly. Too much
pressure can fade the graphic print.

GENERAL HANDLING OF ROLLABLE PVC PANELS

All mural panels, truss panels and detachables should be rolled
with graphics facing out to protect the graphic printed side.
Mural panels should be stored in the original plastic sleeves that
are provided with the panels.
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FABRIC, VINYL & UV GRAPHIC

CARE GUIDELINES

STEAMING FABRIC GRAPHICS

« For optimal results, steam wrinkles when fabric is tensioned and installed securely on the frame

nimlok.

« Fill steamer with clean drinking water or distilled water. Avoid using water containing hard minerals.
¢ Hold steamer upright and hold close to fabric. Avoid touching fabric with steamer.
* Do not tip steamer as water drips may cause water marks to form on graphic.

NON BACKLIT FABRIC

* IF WRINKLES APPEAR

-STEAM FABRIC FROM
THE FRONT SIDE OF THE

FABRIC. ¢
OF THE
FABRIC
* MAKE SURE

FABRIC IS FOLDED,
WITH THE IMAGE
FACING IN.

BACKLIT FABRIC

* IF WRINKLES APPEAR

1-STEAM FABRIC FROM
THE BACK SIDE OF THE
FABRIC WHEN POSSIBLE.

FRONT SIDE|
OF THE
FABRIC

<

BACK SIDE
OF THE FABRIC|

2-STEAM FABRIC FROM

THE FRONT SIDE OF THE
FABRIC.WHEN ACCESS TO
BACK SIDE IS NOT AN OPTION

FRONT SIDE| g
OF Ti
FABRIC

< |
&

’-

BACK SIDE
OF THE FABRIC|

* MAKE SURE
FABRIC IS FOLDED
WITH THE IMAGE

FACING IN.
WASHING DRY CLEAN SPOT CLEAN STEAMING/ IRON MAGIC ERASER
MACHINE
RESILIENCE NO NO NO NO YES (ONLY ON WHITE)
OXFORD YES YES YES YES YES
POWER STRETCH YES YES YES YES YES
DISPLAY POLYESTER YES YES YES YES YES
DISPLAY POLY CONVERT- YES YES YES YES YES
IBLES TABLE THROWS (MUST VELCRO THE TABS) | (MUST VELCRO THE TABS)
OUTDOOR FLAG YES N/A YES YES YES
CANVAS OUTDOOR NO NO YES STEAM ONLY YES
CCANVAS LIGHTBOX NO NO NO STEAM ONLY YES
AGILITY YES YES YES (ONLY W/ 100% TENSION) YES fay |
SUPER STRETCH YES YES YES (ONLY W/ 100% TENSION) YES
e
TRIPLE WHITE YES YES NO YES NO ﬁ}'
ECLIPSE NO NO YES STEAM ONLY YES |
SOFT KNIT YES YES YES YES YES
SHEER YES YES YES YES YES i
|
VINYL & ROLLABLE e
SOLVENT SOAPY WATER WINDEX®
(DAWN®)
FLATMAXX ONLY ON YES NO
WHITE y
SCRIM 1302/ 180Z ONLY ON YES NO
WHITE
VINYL 2002 ONLY ON YES NO
WHITE
MELINEX NO YES NO
MURAL PANELS NO YES YES
UV RIDGED NO YES YES




20'-0"
[6096mm]

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

20'-0"
[6096mm]

2400mm = (941/2") ' Phone Line / Fax
2100mm = (82 5/8") .
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") Outlet

900mm = (35 1/2") Main Drop

600mm = (23 5/8") % (point of distribution)
300mm = (11 7/8")

Wire running under carpet
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(8) 175.5" NEON LED ROPE LIGHT (9) LINKS j'@@/ )\ INSTALL LED LIGHTS FROM [urss,chmeoosirbe
(2) 214.5" NEON LED ROPE LIGHT (11) LINKS

TH E TOP TO BOTTOM redesigned exhibits it does not approve in writing

N\ 2. Parts and components such as panels and
extrusions are manufactured to metric sizing.

WIRING = ~

Where ever possible sizes have been noted in

feet and inches as well as in metric. Below is the
E L E CTRI CAL imperial to metric sizing table as reference.
/ "Nominal" refers o approximate size.
— [ 2400mm = (941/2') § Phone Line / Fax
y / 2100mm = (82 5/8") .
% 1800mm = (70 7/8") @ Internet connection
___——— / /J H//, 1500mm = (59")
/J H/ / 1200mm = (47 1/4") Outlet
900mm = (35 1/2') Main Drop
/ 600mm = (23 5/8") % (point of distribution)f
/ soomm=111778)___ 07

N ‘-BT',{-." WIRING

-
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Code # |Description
A37 2 [1200MM PM4S3-1200 EXTRUSION-WITH STOP AT 165MM-WITH STOP AT 165MM
A38 2 [300MM PH2-TG EXTRUSION 5.0 1/8"
A39 2 |600MM PM4S3-600 EXTRUSION-WITH STOP AT 165MM-WITH STOP AT 165MM [1 527.6mm]
A40 3 |350MM CUT DOWN FROM 600MM LENGTH OF PH2 EXTRUSION-WITH CAM LOCKS-WITH CAM LOCKS ||
PM4S3-MM-FOOT-L | 1 |PM4S3 MONITOR MOUNT FOOT, LEFT v
PM4S3-MM-FOOT-R| 1 |PM4S3 MONITOR MOUNT FOOT, RIGHT é 5
/
WARNING! THUMBSCREW PM4S3-MM-FOOT 5'-0 7/8"ﬁ
Locks should ONLY < ’
bc:eciusrr:egl::l quarter turn, so [1 5474mm
t to STRIP the locks b PM4S3-MM-FOOT-L|
Z\S/:rotor?queing iheerzc b oY’ -N 'n-
A39 A40
A39 T
A40
LOCK EXTRUSION BY USING 5MM ALLEN KEY' ;k%-g,%ﬁ %ﬁ&RNUNSéE’N INTO |2N EEE(T:EY TIGHTEN
A38 , A38
|
PH2C-1
l CONNECTOR -
== _
1-Slide the PH2C-1 CONNECTOR l
into the POST until rests on the
PH2C Stop. <~
-Then slide th os h o —_>
A37 2 nenfi e op st omo e e e =
A37 | SSeoS S s S SIS S O S
‘_“ S E S S S ~
S — S~ S N~ N N
NN W T W W WA
A40 "/ S S S S SIS OSSOSO TS SO S So
oSS S US OS O S SO S OSSO S
S SN TS SN TS SO ST SO S S SO TSN
T e W W WS N W W i N
— <~ > <~ S <~ ~ <~
< < S~ S ~_ > I i >
e
PM4S3-MM-FOOT — >—
- - N

PM4S3-MM-FOOT-R

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (94 1/2")
2100mm = (82 5/8")
1800mm = (70 7/8")
1500mm = (59")

')

V Phone Line / Fax
@ Internet connection

1200mm = (47 1/4 Outlet

900mm = (35 1/2') & Main Drop

400mm = (23 5/8) (point of distribution)
300mm = (117/8")
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Code

Description

LED-WHT-DB-500

500MM EDGE-LIT STRIP, 1.7W/LED

LED-WHT-DB-800

800MM EDGE-LIT STRIP, 1.7W/LED

LED-WHT-DB-1100

1100MM EDGE-LIT STRIP, 1.7W/LED

LED-WHT-DB-800

BUILD X2 UNITS

RED
BLUE
FRAME FRAME

LED-WHT-DB-500

LED-WHT-DB-1100

[LED-WHT-DB-1100

8

ED-WHT-DB-1100

e = - = = e - -

-
m

D-WHT-DB-1100

-U----STARTU

m
o

-WHT-DB-1100

LED-WHT®58-500

PRl - = - - - —— -

LED-WHT-DB-1100 LIGHTS

LED-DB-PWRSUPLY-2 n

n CONNECTING END LINE JACK

¥ TO POWER SUPPLY

\ W4
ASSEMBLE
A
FRAME 4 INSTALL LIGHTING STRIPS CONNECT LIGHTING STRIPS

|ONE SIDED GRAPHIC|

LED LIGHT ON
THE BACK TRACK

FABRIC
GRAPHIC

-
START

END LINE CONNEPOWER SUPPLYR SUPPLY

IMPORTANT!

4 LIGHTING STRIPS MAXIMUM

PER POWER SUPPLY

LED-DB-PWRCORD-2

HARDWARE

LED POWERSUPPLY AD-EL-2401200 100 W

LED-DB-THBSCRW|
Y
e

LED POWER SUPPLY

s ATTHE SEAM

ADDITIONAL LED LABEL

FOR EASY SETUP
"PLUG AND PLAY"

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax
2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") <II> Outlet

900mm = (35 1/2") G Main Drop
600mm = (23 5/8") (point of distribution)
300mm = (117/8")

BT
p X pPm4s2
D_n € PM4s3
M= Pm4ss
= 1 F - PHFC4
X T PH

==
==

PH
T  FC
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Code # |Description

A31 4 |1500MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT BOTH ENDS

A3 8 [1200MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT FOR CB9 ONE END-IB2 LOCK HOLE ONE END-WITH SIDE LOCKS

A4 8 [1200MM LENGTH OF PHFC4 EXTRUSION-WITH IB2 LOCK HOLES BOTH ENDS-WITH SIDE LOCKS

A25 6 [1410MM CUT DOWN FROM 1500MM LENGTH OF PH1 EXTRUSION-WITH SLIDE LOCKS BOTH ENDS- (LAMINATED: WILSONART DESIGNER W
IB2-O 12 |JOINER BAR (OLD STYLE)

CB9 8 |90 DEGREE JOINER

RED
FRAME

A4
A25
IB2-
SIDE
LOCKS
A4
A25

-
1- SLIDE CB9 TOGETHER
WITH EXTRUSION.
2-THEN TIGHTEN THE SCREWS
TO LOCK EXTRUSION TOGETHER.

<

//_\w e
2

——

2-Then fighten the screws
to lock both extrusions together.

SMM ALLEN KEY|

1-Slide the IB2-O into extrusion. I

WARNING!

Locks should ONLY

be turned a quarter turn, so!
as not to STRIP the locks by
over torqueing them

LV

RED
FRAME

WARNING!
Locks should ONLY

be turned a quarter turn, so
as not to STRIP the locks by
over torquing them

5MM T-HANDLE

LOCK EXTRUSION BY USING 5MM HEX KEY'

LOCK EXTRUSION BY USING 5MM ALLEN KEY'

BUILD X2 UNITS

BLUE
FRAME

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax
2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

')

1200mm = (47 1/4 (II) Outlet

900mm = (35 1/2") G Main Drop
600mm = (23 5/8") (point of distribution)
300mm = (117/8")

BT
p X pPm4s2
_u_

D_n € PM4s3
M= Pm4ss
= 1 F - PHFC4
X T PH
==
==
PH
T  FC
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Code # |Description
A7 2 [1400MM CUT DOWN FROM 1500MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT BOTH ENDS
A3 4 |1200MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT FOR CB9 ONE END-IB2 LOCK HOLE ONE END-WITH SIDE LOCKS
A27 1 |1310MM CUT DOWN FROM 1500MM LENGTH OF PH1 EXTRUSION-WITH SLIDE LOCKS BOTH ENDS- (LAMINATED: WILSONART DESIGNE
IB2-O 2 |JOINER BAR (OLD STYLE)
CB9 4 |90 DEGREE JOINER
WARNING!
It_)gcttfnsehdoglgtgwe_rtum, so
CB9 iy o
o= W BRSO,
SIDE AN S| 2-THEN TIGHTEN THE SCREWS
5-—N_ ¥ 1O LOCK EXTRUSION TOGETHER. -
LOCKS ) 5MM T-HANDLE
)‘/A3 ® ® LOCK EXTRUSION BY USING 5MM HEX KEY'
|
SIDE
LOCKS 1-Slide the 1B2-O into extrusion.
2-Then fighten the screws
/ to lock both extrusions together.
A3 il 1B2-O0

A27 r/

/" SIDE
IB2-O0 . LOCKS

A3
SIDE Ve

LOCKS

CB9

A7
CB9

5MM T HANDLE|

SMM ALLEN KEY|

0

W/
0
@
A

WARNING!

Locks should ONLY

be turned a quarter turn, so!
as not to STRIP the locks by
over torqueing them

LOCK EXTRUSION BY USING 5MM ALLEN KEY'

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax
2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4")

900mm = (351/2")
600mm = (23 5/8")
300mm = (117/8")

(II) Outlet

G Main Drop
(point of distribution),

BT

p X pPm4s2

b=
D a L PM4s3

PM4s4
PHFC4

RFI =i=
b | PH
=<
—x "
== .
-
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_rr . Redesi f this exhibit without b
Code # |Description I]\Hrileoke:r:%r; result iixdén'ggouiuar?g Orate
tructures. Nimlok disclai ibility f
A1 12 |1200MM OF PM4S2 EXTRUSION -WITH STOPS BOTH SIDES reclesigned exhibits 1 clogs not Gpprove in witing
A2 9 6OOMM 4-WAY |NTERNAL CONNECT'ON EXTRUS'ON W/ 8 TENS'ON GLlDE LOCK FRAME 2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
CUS'SW'FOO 3 650MM SMART WALL FOOT **CUT OFF BOTTOM FOOT PORT'ON TO CREATE DECORAT'VE PLATE** A1 Where ever possible sizes have been noted in
To POSTS feet and inches as well as in metric. Below is the
i imperial to metric sizing table as reference.
m; = "Nominal' refers o approximate size.
\ s ———————— 2400mm = (941/2') V' Phone Line / Fox
R 2100mm = (82 5/8") .
1800mm = (70 7/8") @ Internet connection
1500mm = (59")
1200mm = (47 1/4") <II> Outlet
WARNING! CONNECTOR 900mm = (351/2") Main Drop
Locks should ONLY 600mm = (23 5/8") % (point of distribution)]
be turned a quarter turn, so 300mm=(117/8)_ _ _ _ _ _ _
23;%3%31-515;;? locks by | Wire running under carpet
— =, |
1-Slide the CONNECTOR
into the POST until rests on the
Stop.
2-Then slide the top POST onto BT
the CONMNECTOR.
/ &l u
5MM T-HANDLE
TENSION | D d
LOCK EXTRUSION BY USING 5MM HEX KEY' GLIDES PM4S2
—u—
D a X PM4s3
[ == ==, VLY
EF PHFC4
b | 4 PH
== 0
e | - |
PH
=
- FC
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n ' m o ®
__j ¥ Caution
’%‘}5 sharp edges

CUS-SW-FOOT-650 SIS 4 on metal parts

CUS-SW-FOOT-650|

A1\~ p Al‘fu

1S0 14001: 2015

- d 10009274 & 10011571 5

CUS-SW-FOOT-650 —




D . g 1. Redesign of this exhibit without approval by
escrlptlon Nimlok may result in dangerous and unsafe

1200MM OF PM4S2 EXTRUSION -WITH STOPS BOTH SIDES e e oo e o it
GOOMM 4-WAY |NTERNAL CONNECT'ON EXTRUS'ON W/ 8 TENS'ON GLlDE 2. Parts and components such as panels and

1186MM CUT DOWN FROM 1200MM LENGTH OF FC EXTRUSION Pinare v posible sros hva baen noiad

feet and inches as well as in metric. Below is the

650MM SMART WALL FOOT **CUT OFF BOTTOM FOOT PORTION TO CREATE DECORATIVE PLATE** imperial to metric sizing table as reference.

"Nominal' refers to approximate size.

Code

A1

A2

A24
CUS-SW-FOO

= N W | [FH

2400mm = (941/2') § Phone Line / Fax
2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4")

(II) Outlet

900mm = (35 1/2") G Main Drop

600mm = (23 5/8") (point of distribution)f
300mm = (117/8")

CONNECTOR

A W
arl
AN

(- =

WARNING!

Locks should ONLY

be turned a quarter turn, so
as not to STRIP the locks by
over torquing them

LOCK FRAME
TO POSTS

'

1-Slide the CONNECTOR

into the POST until rests on the
Stop.

2-Then slide the top POST onto

Eim “ i

BT

5MM T-HANDLE

TENSION
LOCK EXTRUSION BY USING 5MM HEX KEY' GLIDES

p X pPm4s2

_u_
D a I PM4s3

PM4s4
PHFC4

RFI =i=
b | PH
=<
—x "
== .
-
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Caution
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. g 1. Redesign of this exhibit without approval by
Code # Descrlptlon Nimlok may result in dangerous and unsafe
VF-FCDOOR-1 1 |VECTOR FRAME FABRIC CHANNEL DOOR, 1200MM W X 2400MM H FRAME, RIGHT(2 PC DOOR) e s i oo o i
A20 2 |200MM CUT DOWN FROM 300MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT FOR CB9 ONE END-IB2 LOCK HOLE ONE END 2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
CBE'50 2 CORN ER PRESSU RE FlT CONNECTOR ;Nhtere Zjer ?ossible siTIes hgve t;geanT)fqui)r;h
A3 2 1200MM LENGTH OF PHFC4 EXTRUS'ON-W'TH MITRE CUT FOR CBQ ONE END-IB2 LOCK HOLE ONE END-WITH S|DE LOCKS o] s - ————— jlmpe(io\ lTo ﬂ;efritc sizing Tqble ?s rfeflerence‘
ominal” refers 10 approximare size.
A23 2 [1155MM CUT DOWN FROM 1200MM LENGTH OF PH EXTRUSION-WITH IB2 LOCK HOLES ONE SIDE-SL , Y YRy e —— "
A32 2 |210MM (8.27") PH1 EXTRUSION WITH LOCKS 2 ENDS oo — 152 S (@) intemet connection
A33 2 [105MM (4.13") PH1 EXTRUSION WITH LOCKS 2 ENDS P=——¢ aoomm= (11 (p ouner
A34 1_|X1200MM (47.24") PHFC4 EXTRUSION WITH CAM LOCKS BOTH ENDS \ o s @anoee ]
IB2-O 4 |JOINER BAR (OLD STYLE) 300mm ‘.‘\‘N‘i.;%ﬁ;n;u:d;c;m.e‘-
CB9 2 |90 DEGREE JOINER
A20
1B2-O '/ CB9 BT
INSIDE VIEW
p X pPm4s2
A23 6 5 b PMas3
5 m q = Pmass
A32 4 EF PHFC4
\6 5?‘
4 X T PH
IB2-O Ir—f=x PH
I—=x PH
=
PH
A33_{] T 1B2-0 -_fc
IZ s ) | ey Client:
e AMPM RELIABLE
A33 —
\ Distributor Contact:NIMLOK MICHIGAN
A3 4 EMERGENCY #:(616)233-9401

IProjecT Manager:KEVON O'DWYER
IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

4 Caution
\ ’%‘}5 sharp edges

QN
S7E RE““ on metal parts

\‘\

5MM T-HANDLE I\ )
S S

LOCK EXTRUSION BY USING 5MM HEX KEYh

& A23
\| e
MATCH NUMBERS
TO ASSEMBLE DOOR

CB9

WARNING!
Locks should ONLY
be tun a half turn,

1- SLIDE CBY TOGETHER
WITH EXTRUSION.
2-THEN TIGHTEN THE SCREWS

C BE'50—> \ =D TO LOCK EXTRUSION TOGETHER.

DOS Inc
VF-FtDOOR-1200-RIGHT-2PC £_CBE-50_4% 0 g0 20
o e s ey VF-FCDOOR-1200-RIGHT-2PC imries rer V4




t lsipE

Code # |Description
A7 2 [1400MM CUT DOWN FROM 1500MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT BOTH ENDS
A22 2 [1400MM CUT DOWN FROM 1500MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT BOTH ENDS-WITH SIDE LOCKS
A3 8 11200MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT FOR CB9 ONE END-IB2 LOCK HOLE ONE END-WITH SIDE LOCKS CB9
A26 1 [1310MM CUT DOWN FROM 1500MM LENGTH OF PH EXTRUSION-WITH SLIDE LOCKS BOTH ENDS A7
A27 1 [1310MM CUT DOWN FROM 1500MM LENGTH OF PH1 EXTRUSION-WITH SLIDE LOCKS BOTH ENDS- (LAMINATED: WILSONART DESIGE %
IB2-O 4 |JOINER BAR (OLD STYLE) CB9 g
CB9 8 |90 DEGREE JOINER
| —
WARNING! w A3
be umed  auartr tum, 5o SIDE i
ovar Torquing themm Y LOCKS
Ad—p |
A27 I
A1
ey [ oS 820 Jlll ~
([ NS0 LocK BxTRUSION TOGETHER,
© T
: [] SIDE
LOCK EXTRUSION BY USING 5MM HEX KEY' LOCKS
1-Slide the 1B2-O info extrusion. A3—p

2-Then fighten the screws
to lock both extrusions together.

0

L0

WARNING!

Locks should ONLY

be turned a quarter turn, so!
as not to STRIP the locks by
over torqueing them

LOCK EXTRUSION BY USING 5MM ALLEN KEY'

E lLocks
B cBo

:’:T????Az 67”

- J
>

CB9

Al

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (94 1/2")
2100mm = (82 5/8

V Phone Line / Fax
')
1800mm = (707/8")
')

@ Internet connection

1500mm = (59")

1200mm = (47 1/4 Outlet

900mm = (35 1/2") G Main Drop

600mm = (23 5/8") (point of distribution)

300mm = (117/8")

IB2-O BT
SIDE
LOCKS
b =
A3 PM4S2
s —fis
n_: g Pmess
M= Pm4ss
UL lﬁnﬁl PHFCA
CB9 Q PH
=—LX PH
I—=x PH
PH
==
T  FC
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AMPM RELIABLE
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IProjecT Manager:KEVON O'DWYER

IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

n ' m o ®
Caution
’%‘}5 sharp edges

on metal parts
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Code # |Description

UNPRINTED (A3) 1 | (38.76 w X 85.38 h total size ) 34.76 w X 81.38 h finish size, Unprinted Eclipse Blockout Stretch, sewn with FCE-2 silicone
LINER (B4) 1 1(62.94 w X 192.86 h total size ) 58.94 w X 188.86 h finish size, Opaque Liner, sewn with FCE-2 silicone beading around pef
LINER (B1 1 1) (62.94 w X 192.86 h total size ) 58.94 w X 188.86 h finish size, Opaque Liner, sewn with FCE-2 silicone beading around p¢{

START ON
FOUR CORNERS

2- Then, press FCE-2 at the middle of Fabric.

1- Install fabric by pressing the FCE-2 into|
4 CORNERS of the frame.

3- Press all around perimeter.
MAKE SURE FABRIC IS FACING THE OUTSIDE
PERIMETER OF THE FRAMEWORK.

FCE-2 TO PHFC4

P

L

R

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers o approximate size.

2400mm = (941/2') § Phone Line / Fax

2100mm = (82 5/8') 4
1800mm = (7078 () Infernet connection
1500mm = (59")

1200mm = (47 1/4") Outlet

900mm = (35 1/2") G Main Drop

600mm = (23 5/8") (point of distribution)
300mm = (117/8")

BT

p & Pm4s2

b=
D a L PM4s3

PM4s4
PHFC4

RFI =i=
b | PH
=<
—x "
== .
-

Client:
AMPM RELIABLE

Distributor Contact:NIMLOK MICHIGAN

EMERGENCY #:(616)233-9401

IProjec’r Manager:KEVON O'DWYER

IDeTaiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

n ' m o ®
Caution
’%‘}5 sharp edges
5

S
7FRES on metal parts
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Description Nimiok ma result n dangeros and nsare.
(59.00 w X 98.37 h total size ) 55.00 w X 94.37 h finish size, Dye-sub print on Eclipse Blockout Stretch, { redesioned extiot i dots not approte hnwitng
(38.76 w X 85.38 h total size ) 34.76 w X 81.38 h finish size, Dye-sub print on Eclipse Blockout Stretch, g 2. Parts and components such as panels and
(62.94 w X 192.86 h total size ) 58.94 w X 188.86 h finish size, UV/LED print on Backiit Intensity, single § AT _ et cver bosios s hove oo nolec
(62.94 w X 192.86 h total size ) 58.94 w X 188.86 h finish size, UV/LED print on Backlit Intensity, single s| GRAPHIC (B3 4 O CE-RAPHIC (A2) jlln\]ggii:;ltgé?eerlrii)szggr;im?;gif:rence‘
(59.00 w X 98.37 h total size ) 55.00 w X 94.37 h finish size, Dye-sub print on Eclipse Blockout Stretch, =9 < ] "
(59.00 w X 98.37 h total size ) 55.00 w X 94.37 h finish size, Dye-sub print on Eclipse Blockout Stretch, § _f? Zﬁiﬁiﬁﬁw
]

(59.00 w X 98.37 h total size ) 55.00 w X 94.37 h finish size, Dye-sub print on Eclipse Blockout Stretch, §

Code
GRAPHIC (B2
GRAPHIC (A3
GRAPHIC (B4
GRAPHIC (B1
(
(
(

Where ever possible sizes have been noted in

GRAPHIC (A1
GRAPHIC (B3
GRAPHIC (A2

2400mm = (941/2") ' Phone Line / Fax
2100mm = (82 5/8") )
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") Outlet

GRAPHIC (B4) - omm = (17) g inop

8 600mm = (23 5/8") (point of distribution)l
!l.qmil |‘ i
==glall|

PR =Y N PR N BN BN E -

300mm = (117/8")

i\

FCE-2 TO PHFC4

3

BT

START ON

||il|ll|-
FOUR CORNERS

Rl

p & Pm4s2

2- Then, press FCE-2 at the middle of Fabric.

3- Press all around perimeter.

MAKE SURE FABRIC IS FACING THE OUTSIDE
PERIMETER OF THE FRAMEWORK.

_u_
D a I PM4s3

1- Install fabric by pressing the FCE-2 into|
4 CORNERS of the frame.

PM4s4
PHFC4

'ﬁnﬁm
b | PH

b o —
_—x P
==

-

Client:
AMPM RELIABLE

APHIC (A1)

FCE-2 TO PHFC4

GRAPHIC (B2)

|

Distributor Contact:NIMLOK MICHIGAN
EMERGENCY #:(616)233-9401

IProjec’r Manager:KEVON O'DWYER
IDetoiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

nimlok.

4 Caution
GRAPHIC (A3) % G
7, ERE““ on metal parts
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Code # | Description e ot e
A28 2 |380MM LENGTH OF PH EXTRUSION FOR MK SHELF-WITH CAM LOCKS-SIDE LOCKS redosimad Xt s doss not apove I wiing
LN605-EN-BLACK 2 MOLDED BLACK PLAST'C END-CAP FOR PH 2. Parts and components such as panels and
> extrusions are manufactured to metric sizing.
A35 2 |150MM PS4S4 EXTRUSION Ty ;Nhtere Z{er ?ossible siTIes have t;gean?fqui;r;h
A36 2 |100MM CUT DOWN FROM 300MM LENGTH OF PH5 EXTRUSION-WITH CAM LOCKS-WITH CAM LOCKS jlmpe(iollle n;efrif sizing table ?s rlef‘erence‘
ominal” refers 10 approximare size.
2400mm = (941/2') § Phone Line / Fax
2100mm = (82 5/8") .
WARNING! 1800mm = (70”7/8”) @ Internet connection
Locks should ONLY ] FABRIC TO PM4S3-MK A i P <||> Outlet
be turned a quarter turn, so e SLITS ON 900mm = (35 1/2') Main Drop
as not to STRIP the locks by FABRIC sgomm = (23581 & (oot of aistrivution)]
over torqueing them ‘ _'w?eﬁnﬁngu?d;c}p-m'

1- PLACE FABRIC INTO
— SLITS

BT

p X pPm4s2

b=
D a L PM4s3

2- LOCK PM454'S IN PLACE 3- SECURE MONITOR MOUNT @ M= Pm4ss
— | WITH BOLTS & WING NUT I If EF PHFCA4
WARNING! ——x PH
Locks should ONLY A36 T PH
be turned a quarter turn, so A35 :E o
as not to STRIP the locks by A35 A36 = :Ic.l:

Client:
AMPM RELIABLE

over torqueing them \ ;I]r/

Distributor Contact:NIMLOK MICHIGAN
EMERGENCY #:(616)233-9401

IProjecT Manager:KEVON O'DWYER
IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

n ' m o ®
Caution
’%‘}5 sharp edges

QN
S7E RE““ on metal parts

LN605-EN-BLACK

;8 azs
2

\— ~ LN605-EN-BLACK

LOCK EXTRUSION BY USING 5MM ALLEN KEY'

ORBUS, LLC
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Code # |Description it s tertose e oot
PE-260 2 |260MM CUT DOWN FROM 300MM LENGTH OF PE EXTRUSION recosonec Sxhiots h do6s noT Herere I eing
CT21-MK-SHE| 1 |750MM X 300MM X 30MM MONITOR KIT SHELF 2 Ports and components such as panels cand
EXT-M-MB 1 |Medium size LCD Monitor mount, 32"-55" size, Tilting-with extrusion mounted hardware Zﬁ%:gj.%:ZZQET{%%E?”%:?%?;Efig%ihe
MM-M-T 1 |EXTRUSION MOUNTED MEDIUM MONITOR BRACKET AND MOUNTING HARDWARE impeial 1o metfc siing fable 0s reference.

"Nominal" refers o approximate size.

2400mm = (941/2') § Phone Line / Fax

2100mm = (82 5/8") )
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

( )

1200mm = (47 1/4

(II) Outlet
900mm = (351/2")

G Main Drop

1 |[FABRIC TO PM4S3-MK

FABRIC SLITS ON gggmm z.ﬁi %E j;- I (ioin-t o-f dlsmbunonu
WITH C UTOUTS Wire running under carpet
|
FOR |
EXTRUSION |
1- PLACE FABRIC INTO | l[
— SLITS |E BT
WITH CUTOUTS FOR
EXTRUSION
p & pmas2
2- LOCK PM4s4'S IN PLACE 3- SECURE MONITOR MOUNT D_n_d PM4S3
—ﬁ L WITH BOLTS & WING NUT I ’ PMasa
I!é ‘1 Fa PHFC4
: : PH
=—cx o
e | m——— | 4
COUNTER WITH PE' MM-M-T :E ::
L~ FC

Client:
AMPM RELIABLE

Distributor Contact:NIMLOK MICHIGAN
EMERGENCY #:(616)233-9401

IProjec’r Manager:KEVON O'DWYER
IDeTaiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

nimlok.

%

CT21-MK-SHELF

WITH PE

1- ALIGN COUNTER

WITH THE LOCK ON &
EXTRUSION.

:\5\5 shzfra U;I;) rles
2- SECURE COUNTER RS on metal parts
IN PLACE WITH DO nc.
5MM T HANDLE onsus, uz
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Code # |Description
SW-FOOT-650 2 |650MM SMART WALL FOOT
A1 8 |[1200MM OF PM4S2 EXTRUSION -WITH STOPS BOTH SIDES N
A2 6 |[600MM 4-WAY INTERNAL CONNECTION EXTRUSION W/ 8 TENSION GLIDE ]
BTC-1 2 |BOLD TRUSS TO EXTRUSION CONNECTOR ¥
A8 3 |3 WAY MILL FINISH BOLD TRUSS
A12 2 [1200MM MILL FINISH BOLD TRUSS STRAIGHT
A11 2 [600MM MILL FINISH BOLD TRUSS STRAIGHT
A29 2 |CUSTOM 500MM MILL FINISH BOLD TRUSS STRAIGHT “j
A30 2 [CUSTOM 1100MM MILL FINISH BOLD TRUSS STRAIGHT
| VELCRO|
BTC-1 __ _A11
|
/ \\ 7] &
| “ L
| VELCRO AT ’ E BOTTTOMm
A1\A
” d

AZﬂ ‘

N

w2 K !

f!f[;[fffffffffffffﬂ';; >
Al 7

SW-FOOT-650

A11

_BTC-1

e

7

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax

1-Slide the CONNECTOR

into the POST until rests on the
Stop.

2-Then slide the top POST onto
the CONNECTOR.

|

|

|
L

A1

A2

LA
A2

A1

rAZ

A1
Vs

T

S\{ﬁ;oomso

N
3- TIGHTEN TRUSS IN PLACE BY USING
WASHER AND WINGNUT

MAKE SURE TO ALIGN BTC-1
FLUSH IT TO THE TOP OF THE|
VERTICAL EXTRUSION

% y ?gggmmz g?g %g; @ Internet connection
N 7 1500mm = (59")
\ / 1200mm = (47 1/4") <II> Outlet
900mm = (35 1/2') &, Vi Drop
% 600mm = (23 5/8") (point of distribution)§
N 300mm :.(”-7/E') -------
N /) Wire running under carpet
Y V
4 g
AN
BT
N\
N\
N,
p & Pm4s2
CONNECTOR h =
o D a q PM4S3
| l. [ e R TVVLY
—_ =
| I I PHFC4
L "
I ) 4 PH
Il —rx
X BTC- CONNECTOR T—T ::
=
- FC

Client:
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5 sharp edges
on metal parts
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. g 1. Redesign of this exhibit without approval by
COde # Descrlptlon Nimlok may result in dangerous and unsafe

LED-WHT-DB-1100 | 16 |1100MM EDGE-LIT STRIP, 1.7W/LED Feciosignsd BxHB 1l docs not aerove g

LED-WHT-DB-SOO 4 SOOMM EDGE-L'T STR'P, 1 7W/LED 2. Parts and components such as panels and
- extrusions are mgnufgcfured to metric sizinq

/ BU I LD X2 U N ITS Where ever possible sizes have been noted in

feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax
LED-WHT-DB-1100 LIGHTS 2100mm = (82 5/8') v )
1800mm = (70 7/8") Internet connection
1500mm = (59")
1200mm = (47 1/4") <II> Outlet

900mm = (35 1/2") G Main Drop

600mm = (23 5/8") (point of distribution)f
300mm = (117/8")

LED-DB-PWRSUPLY-2 <

1Y/

CONNECTING END LINE JACK
TO POWER SUPPLY

ASSEMBLE @ ST IG5
FRAME INSTALL LIGHTING STRIPS
[DOUBLE SIDED GRAPHIG|)

LED LIGHT ON
THE MIDDLE TRACK

BT

p X pPm4s2

IMPORTANT! B Y 3 pwmass

A
4 LIGHTING STRIPS MAXIMUM PM4s4
PER POWER SUPPLY PHFC4

H=EH
- - n
END LINE CONNEPOWER SUPPLYR SUPPLY LED-DB-PWRCORD-2 Q PH
O—LTX
I——_T

HARDWARE

oars owosan |,
oy |

. LED-DB-THBSCRW| l? E:
o =

pe Client:

, , @ AMPM RELIABLE
LED POWERSUPPLY AD-EL-2401200 100 W ’ V4 N

& Distributor Contact:NIMLOK MICHIGAN
EMERGENCY #:(616)233-9401

IProjecT Manager:KEVON O'DWYER
IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

nimlok.
A

Caution
sharp edges
on metal parts

LED POWER SUPPLY

f A AT THE SEAM .
1 o000 000

ADDITIONAL LED LABEL
FOR EASY SETUP
"PLUG AND PLAY" DOS Inc.

ORBUS, LLC
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CB9

1- SLIDE CB9 TOGETHER
WITH EXTRUSION.

’%“& 2-THEN TIGHTEN THE SCREWS

&=+ TO LOCK EXTRUSION TOGETHER.

1-Slide the 1B2-O into extrusion.
2-Then fighten the screws
to lock both extrusions together.

WARNING!

Locks should ONLY

be turned a quarter turn, so!
as not to STRIP the locks by
over torqueing them

LOCK EXTRUSION BY USING 5MM ALLEN KEY'

Code # |Description
A3 8 [1200MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT FOR CB9 ONE END-IB2 LOCK HOLE ONE END-WITH SIDE LOCKS
A4 8 [1200MM LENGTH OF PHFC4 EXTRUSION-WITH IB2 LOCK HOLES BOTH ENDS-WITH SIDE LOCKS
A5 3 |[1000MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT BOTH ENDS-WITH GROMMET HOLE
A6 2 [1000MM LENGTH OF PHFC4 EXTRUSION-WITH MITRE CUT BOTH ENDS WITH GROMMET HOLE
A21 6 [910MM CUT DOWN FROM 1200MM LENGTH OF PH1 EXTRUSION-WITH SLIDE LOCKS BFH-EMNDSLLAMNATED: WILSONART DESIGNEHR
IB2-O 12 |JOINER BAR (OLD STYLE)
CB9 8 |90 DEGREE JOINER Y
————

WARNING!

Locks should ONLY

be turned a quarter turn, so
as not to STRIP the locks by
over torquing them

5MM T-HANDLE

LOCK EXTRUSION BY USING 5MM HEX KEY'

)
/AN \ \

i

W

W

\

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax

2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") <II> Outlet

900mm = (35 1/2") Main Drop

600mm = (23 5/8") G (point of distribution)
300mm = (117/8")

BT
p X pPm4s2
_u_
D_n € PM4s3
M= Pm4ss
= 1 F - PHFC4
X T PH
==
==
PH
T  FC
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nimlok.

- UL < Caution
., & = 5 sharp edges
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Code # | Description Nimiok mey resuin dangerous and onscte.
SW-FOOT-650 2 |650MM SMART WALL FOOT redesioned extiot i dots not approte hnwitng
A1 8 |1200MM OF PM4S2 EXTRUSION -WITH STOPS BOTH SIDES < 2 Ports and components such as panels cand
A2 6_|600MM 4-WAY INTERNAL CONNECTION EXTRUSION W/ 8 TENSION GLIDE . fwritdﬁmblwf"*hdr;?mllfwdgm
BTC-1 2 |BOLD TRUSS TO EXTRUSION CONNECTOR IEgﬂl:{'}Hg;:rfsnt%sgggr;imeo o8 ;g:rence

A9 1_|CUSTOM 800MM MILL FINISH BOLD TRUSS STRAIGHT — Py TR ————
A8 1 |3 WAY MILL FINISH BOLD TRUSS B = 6 ) Q) Intemet connection
A10 4 [1000MM MILL FINISH BOLD TRUSS STRAIGHT Nl aoomm= (11 (p ouner

A11 2 [600MM MILL FINISH BOLD TRUSS STRAIGHT N ] Eggm ?; %é; guanoen |

1-Slidethe CONNECTOR | LIl [ || ecaamaaomoamomoe-
into the POST until rests on the
Stop.

2-Then slide the top POST onto
the CONNECTOR.

BT
WARNING!
Locks should ONLY
be turned a quarter turn, so
as not to STRIP the locks by
over torquing them
| VELCRO AT THE B P & pmas2
S ——
—u—
2] @ PM4s3
£
S ——
[ == ==, VY]
5MM T-HANDLE I I PHFC4
LOCK EXTRUSION BY USING 5MM HEX KEY' Q PH
=—LX FPH
BTC- CONNECTOR _ T—= ::
=
-4 FC
Client:
AMPM RELIABLE
d Distributor Contact:NIMLOK MICHIGAN
EMERGENCY #:(616)233-9401
IProjec’r Manager:KEVON O'DWYER
1- INSERT BTC-1 CONNECTOR|
.
MAKE SURE TO ALIGN BTC-1 IDeTcuIer:EDGAR SANCHEZ
3 ( VERTIOAL DXTRUSION. |
il _Lirs Order #: 1522046
M Title: SET-UP INSTRUCTIONS
| E °
|
PLACE WITH THE THUMBSCREW ®

T

A ”S Caution

P
) & sharp edges
7, ERE“‘(\ on metal parts
: DOS Ine.
ORBUS, LLC
180 8001: 2015

3- TIGHTEN TRUSS IN PLACE BY USING
WASHER AND WINGNUT

1S0 14001: 2015
10009274 & 10011571




Code # |Description it s tertose e oot
GRAPHIC (C1) 1 |(43.25 w X 192.86 h total size ) 39.25 w X 188.86 h finish size, UV/LED print on Backlit Intensity, single sided, sewn with silicone beading around perimeter & pull tab in recosonec Sxhiots h do6s noT Herere I eing
GRAPHIC (C2) 1 | (43.25 w X 192.86 h total size ) 39.25 w X 188.86 h finish size, UV/LED print on Backlit Intensity, single sided, sewn with silicone beading around perimeter & pull tab if 2. Parts and components such as panels and
GRAPHIC (C4) 1 | (43.25 w X 192.86 h total size ) 39.25 w X 188.86 h finish size, UV/LED print on Backlit Intensity, single sided, sewn with silicone beading around perimeter & pull tab il fvwitdgmuwf”fh:?mllfwdgm
GRAPHIC (C3) 1 | (43.25 w X 192.86 h total size ) 39.25 w X 188.86 h finish size, UV/LED print on Backlit Intensity, single sided, sewn with silicone beading around perimeter & pull tab if imperial fo metric sizing table as reference.

"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax

2100mm = (82 5/8") @ nt " i
: 1800mm = (70 7/8”) nrernetr connection
FCE-2 TOPHFC4 — 1500mm = (59')
|\ ) 1200mm = (47 1/4") Outiet
ﬁ \Y ‘ 900mm = (35 1/2") Main Drop

E ) -

o 600mm = (23 5/8") % (point of distribution)
[:] 300mm = (117/8")

START ON
FOUR CORNERS

BT
2- Then, press FCE-2 at the middle of Fabric.
3- Press all around perimeter.
MAKE SURE FABRIC IS FACING THE OUTSIDE
4 CORNERS of the frame. PERIMETER OF THE FRAMEWORK.
P & pmas2

b=
D a L PM4s3

PM4s4
PHFC4

RFI =i=
b | PH
=<
—x "
== .
-

Client:
AMPM RELIABLE

Distributor Contact:NIMLOK MICHIGAN
EMERGENCY #:(616)233-9401

IProjecT Manager:KEVON O'DWYER
IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

nimlok.
A

FCE-2 TO PHFC4

Caution
sharp edges
on metal parts
DOS Inc.
ORBUS, LLC
150 9001: 2015

1S0 14001: 2015
10009274 & 10011571




Code

Description

LIGHT-TRACK

STEP BAFFLE 44.5" 3-LIGHT WHITE LED TRACK LIGHTING (BLACK)

WIRING = ~
ELECTRICAL

T

(T
LIGHT-TRACK-LED-BLACK

2- GENTLY TIGHTEN IN
PLACE

1-SLIDE DIAMOND TOGGLE
INTO THE PROPER CHANNEL

ACK-LED-BLACK

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers o approximate size.

2400mm = (941/2') § Phone Line / Fax

2100mm = (82 5/8") )
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") Outlet

900mm = (351/2")
600mm = (23 5/8")
300mm = (117/8")

G Main Drop
(point of distribution),

BT
p X pPm4s2
D_.n. $ PM4s3
M= Pm4ss
= 1 F - PHFC4
X T PH
==
=
PH
T  FC
Client:

AMPM RELIABLE

Distributor Contact:NIMLOK MICHIGAN

EMERGENCY #:(616)233-9401

IProjec’r Manager:KEVON O'DWYER

IDeTaiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

nimlok.
A

Caution
sharp edges
on metal parts
DOS Inc.
ORBUS, LLC

150 9001: 2015
1S0 14001: 2015
10009274 & 10011571




RNG-0804 STEP 1

SET UP INSTRUCTIONS:

. CONNECT BOTTOM AND TOP TUBES FOLLOWING THE LABELS
. CONNECT SIDE TUBES o
. CLEAN THE FRAME AND PLACE THEM ON CLEAN PLACE P d |
. CAREFULLY REMOVE FABRIC COVER FROM BAG -

. PULL COVER CAREFULLY UP TO THE TOP -

. CLOSE ALL ZIPPERS
. ADJUST FABRIC AROUND THE FRAME

TC-30-T-EYEBOLT|

STEP 2

CONNECT CABLE HARNESS TO THE EYEBOLTS

’
2

3

4

5. PLACE COVER AROUND THE BOTTOM OF THE FRAME 7
6

7

8

9.

10. COMPLETELY TIGHTEN THREADED CONNECTORS

TC-30-T-EYEBOLT|

BREAK DOWN INSTRUCTIONS:
REVERSE SET-UP STEPS TO BREAKDOWN FRAME

FABRIC CARE INSTRUCTIONS:

1. UNZIP COVER ZIPPERS

2. CAREFULLY REMOVE FABRIC COVER
3. CLOSE ALL ZIPPERS

4. FOLD OR ROLL NEATLY

5. PLACE FABRIC IN COVER BAG

NOTE: SNAP STEP 3
BUTTONS FACE o
THE SAME WAY

QTY | CODE DESCRIPTION

12 RNG-08-T1 TUBE FOR 8' DIAMETER RING HANGING FABRIC STRUCTURE
6 SPDR-30-C-4 30MM CURVED SPREADER FOR

9 TC-30-T T JUNCTION FOR 30MM TUBING

3 TC-30-T-EYEBOLT | T JUNCTION FOR 30MM TUBING

TOTAL WEIGHT:35.5 (Ibs)
MAX SIZE:46.8 (in)
HARDWARE:19.7 (Ibs)
GRAPHIC:13.9 (Ibs

SPDR-30-C-4

X

<{SNAP ON
BUTTONS

SNAP ON
BUTTON

19




Code # |Description

RNG-0804-G 1 |GRAPHIC (G1)(311.6"w X 58"h total size) 301.6"w X 48"h finished size, dye-s
r 1
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| J

RNG-0804-G

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax
2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4') <II> Outlet
900mm = (35 1/2') &, Vi Drop
600mm = (23 5/8") (point of distribution)
300mm = (11 7/8")

Wire running under carpet

BT

p X pPm4s2

v
D T PM4s3

Ful

M= Pm4ss
‘1 F - PHFC4

X T PH

==

=

PH

T  FC

Client:
AMPM RELIABLE

Distributor Contact:NIMLOK MICHIGAN

EMERGENCY #:(616)233-9401

IProjecT Manager:KEVON O'DWYER

IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

nimlok.
A

Caution
sharp edges
on metal parts
DOS Inc.
ORBUS, LLC

150 9001: 2015

1S0 14001: 2015
10009274 & 10011571




Code # |Description

GRAPHIC (D1) 1 | (220.54 w X 31.56 h total size ) 216.54 w X 27.56 h finish size, Dye-sub print on 50z. Soft Knit, Ogaque Liner with 0.75 inch velcro on back side.
GRAPHIC (D2 1 1) (220.54 w X 31.56 h total size ) 216.54 w X 27.56 h finish size, Dye-sub print on 50z. Soft Knit, Ogaque Liner with 0.75 inch velcro on back side.
GRAPHIC (E1) 1 | (43.37 w X 31.56 h total size ) 39.37 w X 27.56 h finish size, Dye-sub print on 50z. Soft Knit, Ogaque Liner with 0.75 inch velcro on back side.
GRAPHIC (F1) 1 | (561.24 w X 31.56 h total size ) 47.24 w X 27.56 h finish size, Dye-sub print on 50z. Soft Knit, Ogaque Liner with 0.75 inch velcro on back side.
GRAPHIC (F2) 1 [ (51.24 w X 31.56 h total size ) 47.24 w X 27.56 h finish size, Dye-sub print on 50z. Soft Knit, Ogaque Liner with 0.75 inch velcro on back side.

T

GRAPHIC (D1)

il
)

\

>

1. Redesign of this exhibit without approval by
Nimlok may result in dangerous and unsafe
structures. Nimlok disclaims any responsibility for
redesigned exhibits it does not approve in writing

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal' refers to approximate size.

2400mm = (941/2') § Phone Line / Fax

2100mm = (82 5/8") X
1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") <II> Outlet

900mm = (35 1/2") Main Drop

600mm = (23 5/8") G (point of distribution)
300mm = (117/8")

BT

p X pPm4s2

b=
D a L PM4s3

PM4s4
PHFC4

RFI =i=
b | PH
=<
—x "
== .
-

Client:
AMPM RELIABLE

Distributor Contact:NIMLOK MICHIGAN

EMERGENCY #:(616)233-9401

IProjecT Manager:KEVON O'DWYER

IDeToiIer:EDGAR SANCHEZ

Order #: 1522046

Title: SET-UP INSTRUCTIONS

n ' m o ®
Caution
’%‘}5 sharp edges
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